Flawless.

USA Sales
info@specialtylightingindustries.com
www.specialtylightingindustries.com
09/2019

SNAP
SNAPs right into place.

Freedom to create - a contemporary track lighting system with a range of 'snap-in' components. The insets are installed with adjustable fixings to secure them in place. SNAP gives you the flexibility to design a lighting system custom to your environment.

SNAP Linear Spot
- Available in 2700K / 3000K / 3500K / 4000K - 90CRI
- 340° rotation and 90° tilt
- Individual addressable Bluetooth wireless control
- 0-10V, 2 circuit wired control option

SNAP Linear
- Available in 2700K / 3000K / 3500K / 4000K or 2500K - 5000K - 90CRI
- Lengths up to 1.8 metres
- Individual addressable Bluetooth wireless control
- 0-10V, 2 circuit wired control option

SNAP Spot
- Available in 2700K / 3000K / 3500K / 4000K - 90CRI
- Individual addressable Bluetooth wireless control
- 0-10V, 2 circuit wired control option

SNAP Cylinder
- Available in 2700K / 3000K / 3500K / 4000K - 90CRI
- Individual addressable Bluetooth wireless control
- 0-10V, 2 circuit wired control option

SNAP Spot
- Available in 2700K / 3000K / 3500K / 4000K - 90CRI
- Individual addressable Bluetooth wireless control
- 0-10V, 2 circuit wired control option

SNAP Linear Spot
- Available in 2700K / 3000K / 3500K / 4000K
- 5, 10 or 15 cells available (15 cells 20"[500mm] in length)
- Individual addressable Bluetooth wireless control
- 0-10V, 2 circuit wired control option